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(f) Reduction of monitoring data. (1)
The data may be recorded in reduced or
nonreduced form (e.g., parts per mil-
lion (ppm) pollutant and % O2 or
nanograms per Joule (ng/J) of pollut-
ant).

(2) All emission data shall be con-
verted into units specified in this sub-
part for reporting purposes. After con-
version into units specified in this sub-
part, the data may be rounded to the
same number of significant digits as
used in this subpart to specify the
emission limit (e.g., rounded to the
nearest 1% overall reduction effi-
ciency).

[60 FR 45956, Sept. 1, 1996, as amended at 63
FR 15023, Mar. 27, 1998; 63 FR 46534, Sept. 1,
1998]

§ 63.752 Recordkeeping requirements.

(a) General. Each owner or operator
of a source subject to this subpart shall
fulfill all recordkeeping requirements
specified in § 63.10 (a), (b), (d), and (f).

(b) Cleaning operation. Each owner or
operator of a new or existing cleaning
operation subject to this subpart shall
record the information specified in
paragraphs (b)(1) through (b)(5) of this
section, as appropriate.

(1) The name, vapor pressure, and
documentation showing the organic
HAP constituents of each cleaning sol-
vent used for affected cleaning oper-
ations at the facility.

(2) For each cleaning solvent used in
hand-wipe cleaning operations that
complies with the composition require-
ments specified in § 63.744(b)(1) or for
semi-aqueous cleaning solvents used
for flush cleaning operations:

(i) The name of each cleaning solvent
used;

(ii) All data and calculations that
demonstrate that the cleaning solvent
complies with one of the composition
requirements; and

(iii) Annual records of the volume of
each solvent used, as determined from
facility purchase records or usage
records.

(3) For each cleaning solvent used in
hand-wipe cleaning operations that
does not comply with the composition
requirements in § 63.744(b)(1), but does
comply with the vapor pressure re-
quirement in § 63.744(b)(2):

(i) The name of each cleaning solvent
used;

(ii) The composite vapor pressure of
each cleaning solvent used;

(iii) All vapor pressure test results, if
appropriate, data, and calculations
used to determine the composite vapor
pressure of each cleaning solvent; and

(iv) The amount (in gallons) of each
cleaning solvent used each month at
each operation.

(4) For each cleaning solvent used for
the exempt hand-wipe cleaning oper-
ations specified in § 63.744(e) that does
not conform to the vapor pressure or
composition requirements of § 63.744(b):

(i) The identity and amount (in gal-
lons) of each cleaning solvent used
each month at each operation; and

(ii) A list of the processes set forth in
§ 63.744(e) to which the cleaning oper-
ation applies.

(5) A record of all leaks from en-
closed spray gun cleaners identified
pursuant to § 63.751(a) that includes for
each leak found:

(i) Source identification;
(ii) Date leak was discovered; and
(iii) Date leak was repaired.
(c) Primer and topcoat application oper-

ations—organic HAP and VOC. Each
owner or operator required to comply
with the organic HAP and VOC content
limits specified in § 63.745(c) shall
record the information specified in
paragraphs (c)(1) through (c)(6) of this
section, as appropriate.

(1) The name and VOC content as re-
ceived and as applied of each primer
and topcoat used at the facility.

(2) For uncontrolled primers and top-
coats that meet the organic HAP and
VOC content limits in § 63.745(c)(1)
through (c)(4) without averaging:

(i) The mass of organic HAP emitted
per unit volume of coating as applied
(less water) (Hi) and the mass of VOC
emitted per unit volume of coating as
applied (less water and exempt sol-
vents) (Gi) for each coating formulation
within each coating category used each
month (as calculated using the proce-
dures specified in § 63.750(c) and (e));

(ii) All data, calculations, and test
results (including EPA Method 24 re-
sults) used in determining the values of
Hi and Gi; and
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(iii) The volume (gal) of each coating
formulation within each coating cat-
egory used each month.

(3) For ‘‘low HAP content’’ uncon-
trolled primers with organic HAP con-
tent less than or equal to 250 g/l (2.1 lb/
gal) less water as applied and VOC con-
tent less than or equal to 250 g/l (2.1 lb/
gal) less water and exempt solvents as
applied:

(i) Annual purchase records of the
total volume of each primer purchased;
and

(ii) All data, calculations, and test
results (including EPA Method 24 re-
sults) used in determining the organic
HAP and VOC content as applied.
These records shall consist of the man-
ufacturer’s certification when the
primer is applied as received, or the
data and calculations used to deter-
mine Hi if not applied as received.

(4) For primers and topcoats com-
plying with the organic HAP or VOC
content level by averaging:

(i) The monthly volume-weighted av-
erage masses of organic HAP emitted
per unit volume of coating as applied
(less water) (Ha) and of VOC emitted
per unit volume of coating as applied
(less water and exempt solvents) (Ga)
for all coatings (as determined by the
procedures specified in § 63.750(d) and
(f)); and

(ii) All data, calculations, and test
results (including EPA Method 24 re-
sults) used to determine the values of
Ha and Ga.

(5) For primers and topcoats that are
controlled by a control device other
than a carbon adsorber:

(i) The overall control efficiency of
the control system (as determined
using the procedures specified in
§ 63.750(h)) and all test results, data,
and calculations used in determining
the overall control efficiency;

(ii) If an incinerator other than a
catalytic incinerator is used, contin-
uous records of the firebox temperature
recorded under § 63.751(b)(9) and all cal-
culated 3-hour averages of the firebox
temperature; and

(iii) If a catalytic incinerator is used,
continuous records of the temperature
recorded under § 63.751(b)(10) and all
calculated 3-hour averages of the re-
corded temperatures.

(6) For primer and topcoats that are
controlled by a carbon adsorber:

(i) The overall control efficiency of
the control system (as determined
using the procedures specified in
§ 63.750(g)) and all test results, data,
and calculations used in determining
the overall control efficiency. The
length of the rolling material balance
period and all data and calculations
used for determining this rolling pe-
riod. The record of the certification of
the accuracy of the device that meas-
ures the amount of HAP or VOC recov-
ered; or

(ii) For nonregenerative carbon
adsorbers, the overall control effi-
ciency of the control system (as deter-
mined using the procedures specified in
§ 63.750(g)) and all test results, data,
and calculations used in determining
the overall control efficiency. The
record of the carbon replacement time
established as the site-specific oper-
ating parameter to demonstrate com-
pliance.

(d) Primer and topcoat application oper-
ations—inorganic HAP emissions. (1)
Each owner or operator complying
with § 63.745(g) for the control of inor-
ganic HAP emissions from primer and
topcoat application operations through
the use of a dry particulate filter sys-
tem or a HEPA filter system shall
record the pressure drop across the op-
erating system once each shift during
which coating operations occur.

(2) Each owner or operator complying
with § 63.745(g) through the use of a
conventional waterwash system shall
record the water flow rate through the
operating system once each shift dur-
ing which coating operations occur.
Each owner or operator complying
with § 63.745(g) through the use of a
pumpless waterwash system shall
record the parameter(s) recommended
by the booth manufacturer that indi-
cate the performance of the booth once
each shift during which coating oper-
ations occur.

(3) This log shall include the accept-
able limit(s) of pressure drop, water
flow rate, or for the pumpless
waterwash booth, the booth manufac-
turer recommended parameter(s) that
indicate the booth performance, as ap-
plicable, as specified by the filter or
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booth manufacturer or in locally pre-
pared operating procedures.

(e) Depainting operations. Each owner
or operator subject to the depainting
standards specified in § 63.746 shall
record the information specified in
paragraphs (e)(1) through (e)(7) of this
section, as appropriate.

(1) General. For all chemical strippers
used in the depainting operation:

(i) The name of each chemical strip-
per; and

(ii) Monthly volumes of each organic
HAP containing chemical stripper used
or monthly weight of organic HAP-ma-
terial used for spot stripping and decal
removal.

(2) For HAP-containing chemical
strippers that are controlled by a car-
bon adsorber:

(i) The overall control efficiency of
the control system (as determined
using the procedures specified in
§ 63.750(g)) and all test results, data,
and calculations used in determining
the overall control efficiency. The
length of the rolling material balance
period and all data and calculations
used for determining this rolling pe-
riod. The record of the certification of
the accuracy of the device that meas-
ures the amount of HAP or VOC recov-
ered; or

(ii) For nonregenerative carbon
adsorbers, the overall control effi-
ciency of the control system (as deter-
mined using the procedures specified in
§ 63.750(g)) and all test results, data,
and calculations used in determining
the overall control efficiency. The
record of the carbon replacement time
established as the site-specific oper-
ating parameter to demonstrate com-
pliance.

(3) For HAP-containing chemical
strippers that are controlled by a con-
trol device other than a carbon
adsorber:

(i) The overall control efficiency of
the control system (as determined
using the procedures specified in
§ 63.750(h)) and all test results, data,
and calculations used in determining
the overall control efficiency;

(ii) [Reserved]
(4) For each type of aircraft

depainted at the facility, a listing of
the parts, subassemblies, and assem-
blies normally removed from the air-

craft before depainting. Prototype, test
model or aircraft that exist in low
numbers (i.e., less than 25 aircraft of
any one type) are exempt from this re-
quirement.

(5) Non-chemical based equipment. If
dry media blasting equipment is used
to comply with the organic HAP emis-
sion limit specified in § 63.746(b)(1):

(i) The names and types of non-chem-
ical based equipment; and

(ii) For periods of malfunction,
(A) The non-chemical method or

technique that malfunctioned;
(B) The date that the malfunction oc-

curred;
(C) A description of the malfunction;
(D) The methods used to depaint

aerospace vehicles during the malfunc-
tion period;

(E) The dates that these methods
were begun and discontinued; and

(F) The date that the malfunction
was corrected.

(6) Spot stripping and decal removal.
For spot stripping and decal removal,
the volume of organic HAP-containing
chemical stripper or weight of organic
HAP used, the annual average volume
of organic HAP-containing chemical
stripper or weight of organic HAP used
per aircraft, the annual number of air-
craft stripped, and all data and calcula-
tions used.

(7) Inorganic HAP emissions. Each
owner or operator shall record the ac-
tual pressure drop across the particu-
late filters or the visual continuity of
the water curtain and water flow rate
for conventional waterwash systems
once each shift in which the depainting
process is in operation. For pumpless
waterwash systems, the owner or oper-
ator shall record the parameter(s) rec-
ommended by the booth manufacturer
that indicate the performance of the
booth once per shift in which the
depainting process is in operation. This
log shall include the acceptable
limit(s) of the pressure drop as speci-
fied by the filter manufacturer, the vis-
ual continuity of the water curtain and
the water flow rate for conventional
waterwash systems, or the rec-
ommended parameter(s) that indicate
the booth performance for pumpless
systems as specified by the booth man-
ufacturer or in locally prepared oper-
ating procedures.
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(f) Chemical milling maskant applica-
tion operations. Each owner or operator
seeking to comply with the organic
HAP and VOC content limits for the
chemical milling maskant application
operation, as specified in § 63.747(c), or
the control system requirements speci-
fied in § 63.747(d), shall record the infor-
mation specified in paragraphs (f)(1)
through (f)(4) of this section, as appro-
priate.

(1) For uncontrolled chemical milling
maskants that meet the organic HAP
or VOC content limit without aver-
aging:

(i) The mass of organic HAP emitted
per unit volume of chemical milling
maskant as applied (less water) (Hi)
and the mass of VOC emitted per unit
volume of chemical milling maskant as
applied (less water and exempt sol-
vents) (Gi) for each chemical milling
maskant formulation used each month
(as determined by the procedures speci-
fied in § 63.750 (k) and (m));

(ii) All data, calculations, and test
results (including EPA Method 24 re-
sults) used in determining the values of
Hi and Gi; and

(iii) The volume (gal) of each chem-
ical milling maskant formulation used
each month.

(2) For chemical milling maskants
complying with the organic HAP or
VOC content level by averaging:

(i) The monthly volume-weighted av-
erage masses of organic HAP emitted
per unit volume of chemical milling
maskant as applied (less water) (Ha)
and of VOC emitted per unit volume of
chemical milling maskant as applied
(less water and exempt solvents) (Ga)
for all chemical milling maskants (as
determined by the procedures specified
in § 63.750 (l) and (n)); and

(ii) All data, calculations, and test
results (including EPA Method 24 re-
sults) used to determine the values of
Ha and Ga.

(3) For chemical milling maskants
that are controlled by a carbon
adsorber:

(i) The overall control efficiency of
the control system (as determined
using the procedures specified in
§ 63.750(g)) and all test results, data,
and calculations used in determining
the overall control efficiency. The
length of the rolling material balance

period and all data and calculations
used for determining this rolling pe-
riod. The record of the certification of
the accuracy of the device that meas-
ures the amount of HAP or VOC recov-
ered; or

(ii) For nonregenerative carbon
adsorbers, the overall control effi-
ciency of the control system (as deter-
mined using the procedures specified in
§ 63.750(g)) and all test results, data,
and calculations used in determining
the overall control efficiency. The
record of the carbon replacement time
established as the site-specific oper-
ating parameter to demonstrate com-
pliance.

(4) For chemical milling maskants
that are controlled by a control device
other than a carbon adsorber:

(i) The overall control efficiency of
the control system (as determined
using the procedures specified in
§ 63.750(h)) and all test results, data,
and calculations used in determining
the overall control efficiency;

(ii) If an incinerator other than a
catalytic incinerator is used, contin-
uous records of the firebox temperature
recorded under § 63.751(b)(9) and all cal-
culated 3-hour averages of the firebox
temperature; and

(iii) If a catalytic incinerator is used,
continuous records of the temperature
recorded under § 63.751(b)(10) and all
calculated 3-hour averages of the re-
corded temperatures.

[60 FR 45956, Sept. 1, 1996, as amended at 63
FR 15023, Mar. 27, 1998; 63 FR 46534, Sept. 1,
1998]

§ 63.753 Reporting requirements.

(a)(1) Except as provided in para-
graphs (a)(2) and (a)(3) of this section,
each owner or operator subject to this
subpart shall fulfill the requirements
contained in § 63.9(a) through (e) and
(h) through (j), Notification require-
ments, and § 63.10(a), (b), (d), and (f),
Recordkeeping and reporting require-
ments, of the General Provisions, 40
CFR part 63, subpart A, and that the
initial notification for existing sources
required in § 63.9(b)(2) shall be sub-
mitted not later than September 1,
1997. In addition to the requirements of
§ 63.9(h), the notification of compliance
status shall include:
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